Garment Terms 
HIDDEN-BUTTON COLLAR: Shirt collar with pointed ends fastened to shirt by small buttons to a hidden loop on the underside of the collar points.
JOHNNY COLLAR: A small collar over a ribbed v-neck.
MOCK TURTLE: Separate reduced height band collar, single ply, that fits close to the neck.
NOTCHED LAPEL: A tailored collar which has an indentation or "notch" cut out where the lapel joins the collar,
PLACKET: Slit at neck, wrist in shirt/blouse, or front of pants/ skirt to facilitate taking garments on and off. Fastened by button, zippers, etc.
SPREAD COLLAR: Shirt collar with a wide division between points in front.
STAND-UP COLLAR (BANDED): Collar extending higher on the neck . May also be turned down in either front or back, to form two distinct types of collars.
TURTLENECK COLLAR: High band collar, usually knitted, that fits very close to the neck and rolls over.

VENT: A slit in a garment which allows room for movement, as in the sides of a polo or the back seam opening of a jacket.
YOKE: Portion of garment across shoulders in front or back, usually a separate piece seamed across front and back sometimes lined.
Quality Assurance Terms
ABRASION: The wearing away of a material by rubbing against another surface. Color abrasion of textiles is measured by Colorfastness to Crocking test.
ABSORBENCY/ABSORPTION: The propensity of a material to take in and retain liquid.
ACCEPTABLE QUALITY LEVEL (AQL): In a series of lots, a quality level that sets the limit of defects allowable in a sampling for the lot to be acceptable. The smaller the AQL number, the fewer defectives allowed per sample size. Vantage inspects at AQL 2.5, considerable stricter than the general apparel industry standard of AQL 4.0.
BARRE: An unintentional, repetitive visual pattern of bars and/ or stripes usually in the width direction of a fabric.
CARE INSTRUCTIONS: A series of directions describing which care practices should refurbish a product without adverse effects and warning against practices expected to be harmful. CAUSE: An identified reason for the presence of a defect or problem.
CODE OF CONDUCT: Expectations of behavior. Every Vantage qualified factory provides signed commitment to responsible manufacturing, ethical and responsible conduct, respect for rights of all individuals and for the environment.
COLORFASTNESS: Resistance to fading; a fabric's ability to retain color properties under conditions of laundering, perspiration, light or sun exposure, rubbing or abrasion (crocking), et al.
COLOR BLEEDING: The loss of color due to improper dyeing or the use of poor quality dyes; causes staining of white or light shade fabrics in contact when exposed to water, solvents, chemicals or other liquids.
COLOR FADING: The lessening of dye intensity due to inferior colorfastness properties, dye weakness, exposure to chemicals, natural or artificial light, water, chemicals or other agents.
COMMERCIAL LAUNDERING: Process where textile products are refurbished in commercial laundering equipment, typically at higher temperatures, higher pHs and longer cycle times than used for home laundering.
COMPLIANCE: The state of meeting prescribed specifications, contract terms, regulations or standards.
CONTINUOUS IMPROVEMENT (CI): A philosophy for analyzing capabilities and processes and improving them repeatedly to achieve the objective of customer satisfaction.
CORRECTIVE ACTION: Implementation of solutions resulting in the reduction or elimination of an identified problem. CROCKING: The transfer of color from the surface of colored textile materials to other surfaces by rubbing. DEFECT/DEFECTIVE: Non-fulfillment ofan intended requirement or reasonable expectation for use; a unit that contains one or more defects with respect to the quality characteristic(s) under consideration.
DRYCLEANING: The cleaning of textile products with organic solvents instead of water.
FABRIC STRENGTH: The maximum force applied to a fabric brought to rupture, known as breaking or tensile strength of woven fabrics, or burst strength of knit fabrics.
INSPECTION: Measuring and examining one or more characteristics of a product or service and comparing the results with specified requirements to determine conformity.
ISO 9000 STANDARDS: A set of international standards on quality management and quality assurance developed to effectively document the system elements to be implemented to maintain an efficient quality system.
LAB DIP: Dyeswatch prepared in laboratory to establish dye formulation and standardization of a textile shade.
LIGHTBOX: Standardized viewing area for rating of color match under variable light bulb conditions.
METAMERIC COLOR MATCH: A colored product which maintains its same color appearance under variable light conditions. PERFORMANCE STANDARD: The metric against which a product or action is compared.
PREVENTIVE ACTION: Action taken to remove or improve a process to prevent potential future non-conformance. QUALITY: The characteristics of a product or service to satisfy stated or implied needs; a product or service free of deficiencies.
QUALITY ASSURANCE: The planned and systematic activities in a quality system to provide confidence a product will fulfill requirements for quality.
QUALITY CONTROL: The operational techniques and activities used to fulfill requirements for quality.
RANDOM SAMPLING: A sampling technique where sample units are selected so that all combinations of units under ​​consideration have an equal chance of being selected as the sample.
SAMPLE SIZE: The number of units in a sample.
SHRINKAGE (DIMENSIONAL CHANGE): The change in length and/or width dimensions of a garment when subjected to specified conditions.
SKEW, SPIRALITY OR TORQUE: A rotation or twisting of fabric or garment panels from the release of latent stresses in knitting or weaving.
SPECIFICATION: A document that states the requirements to which a product or service must conform.
STANDARD: The metric, specification, or physical product sample against which the outputs of a process are compared and declared acceptable or unacceptable.
WEAR LIFE: The expected useful life of the product under normal use conditions.
VALUE ADDED: The parts of the process or product that add worth from the perspective of the external customer.
